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V.../x4A-9C

4

1CDV03/A51CAV052/A5
1 mA/10 V  (10 μ  Au)

V01/Am01 ( )

2 AgNi + 10 μ Au

(20 ms)

0,8 x UN

0,1 x UN

CAV mA VDC mA
58841210547142
34495425268684
123K2844,013K4511
114K110112,56K81032

Volt rms, 1 min

500 V 1 G
, IEC 61810-5

/
/
/

100000
1200/h

AC 50 Hz/60 Hz,50 Hz(60 Hz):24,
48,115(120),230(240) C9-A41/AC ... V          C9-A42/AC ... V C9-A45/AC ... V

C9-A45X/AC ... V

C9-A45/DC ... V
C9-A45X/DC ... V
C9-A45DX/DC ... V

V...CA/X24A-9CV...CA/X14A-9CDEL

DC 12, 24, 48, 110 C9-A41/DC ... V          C9-A42/DC ... V
V...CD/X24A-9CV...CD/X14A-9CDEL

C9-A41DX/DC ... V     C9-A42DX/DC ... V
C9-A41FX/DC ... V C9-A42FX/DC ... V

AC/DC 24 V, 48 V, 60 V C9-A41BX/UC ... V     C9-A42BX/UC ... V

"..."

: 0P-9S,P-9S,L-9S,M-9S
( ): S9-NP, S9-OP
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IEC 61810; EN 60947

DS NFI

106

VA 0 400 800 1200

AC1ACI

Volt 50 75 125 175 200
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IP40

AC: 10 Mill./DC: 20 Mill.

-40 ( ).…60 ºC /-40 ... 80 °C

2,5 kV/3 

2,5 kV
2 kV
1000 V

1,2 VA (AC)/1 W (DC)

; ± 10 %

2
1,250 kVA
250 V 
15 A 
5 A C9-A45 3A

1 AgNi + 0,2 μ Au

5  Ag
/   Cu/Ag

(*C9-A25      33g )

3A/250V AC1   3A/30V DC1


